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BPIR - SIPS (Class 2) 

Product description and intended use 

Structural Insulated Panel System (SIPS) made from stressed skins. 

Stressed skins, glue laminated to both sides of a core of solid Expanded Polystyrene (EPS). 

By utilising stressed skins, the panels are capable of supporting loads and providing bracing. 

Purpose-made SIPS screws, Galvanised nails, Nailbond  sealant/adhesive and one-part 

Polyurethane expanding foam. 

Skins are made of OSB (Oriented Strandboard), Triboard, or MgO (Magnesium Oxide). 

Because of the significant reduction in framing, the insulation performance (R Value) is 

relatively high. SIPS can be used for floors, walls or roof structure. For shorter spans, the 

panel can span on its own, with insulated hidden connector strips (splines). For longer spans 

or heavier loads, additional support is added. 

SIPS Direct panel system has been appraised for use on buildings within the following 

scope: 

• constructed within the scope limitations of NZBC Acceptable Solution E2/AS1 or, covered 
by specific engineering design; and 

• with absorbent and non-absorbent wall claddings installed over an 18 mm minimum 

drained cavity complying with NZBC Acceptable Solution E2/AS1 or covered by a valid 

BRANZ Appraisal that specifies a flexible wall underlay or a rigid wall underlay with flexible 

underlay over and flexible flashing system; or, 

• with masonry veneer in accordance with NZBC Acceptable Solution E2/AS1; and, 

• situated in NZS 3604 Wind Zones up to and including SED. 

The panels can be used with residential and light commercial loads for floors and act as 

diaphragms. Walls of up to two floors are generally non-problematic, and all panels 

contribute to bracing capacity. Roofs panels can be designed for moderate spans, low-pitch 

or snow loads. 

Because the entire surface of the panel is structural, moderate loads such as from cladding 

fixings can be located anywhere on the surface. 

The EPS core has a PolyFR fire retardant added, which meets the criteria for buildings up to 

10m high. 

  



  

Design, construction and installation instructions 

Super Panels has a set of standard details available for use, and can provide additional 

advice and support to designers and constructors. 

Timber based skins are rated for humid conditions, but will absorb some moisture especially 

at the edges. The skins can be factory primed to provide protection. Due to the very low 

vapour permeability of the system, a ventilation system should be installed that provides 

fresh air via a heat-exchanger. 

While the thermal performance of the panels is very good, the window type should be 

carefully considered. Over-glazing should be avoided, and the performance of the windows 

should be considered for upgrade to avoid thermal bridging as well as total R-value 

performance and condensation avoidance. 

In high altitude/high frost areas, freeze-bridging needs to be considered in the design. 

SIPS need to be kept dry in service. Care with detailing to ensure continued dryness is 

required. For exterior walls, building wrap and cavity construction enables the use of almost 

any cladding. For roofs, a ventilated cavity formed by laying ventilated battens (eg Cavibat) 

over the roof underlay is recommended. Internal moisture sources should be avoided by 

good detailing of wet areas and ventilation design. 

Maintenance requirements 

Maintenance-free subject to protection of the panel system from moisture. If damage occurs 

to the panels, portions can be cut out and replaced. 

Relevant building code clauses 

B1.1, B1.2, B1.3  

Structure        

The structure has adequate strength to withstand gravity, 

earthquake and wind loads subject to design requirements. 

Calculations by a CPEng are required. 

B2.1, B2.2, B2.3  

Durability       

Indefinite lifespan provided the panels are protected from 

external moisture, and internal moisture is managed. 

C 

Fire 

The panels will not contribute to fire risk for small buildings. 

E2.1, E2.2, E2.3  

Exterior moisture        

The panels contribute to meeting this requirement by 

providing a stable substrate, and providing infiltration 

control. 

F2  

Hazardous building materials 

Panels meets this requirement and will not present a 

health hazard to people. 

H1.3.1 

Energy efficiency     

The panels contribute to the exterior envelopw meeting 

this requirement.. 

  

  



  

Supporting documentation 

The following additional documentation supports the above statements: 

Independent testing was conducted by Scion Testing Lab in 2019 and 2021 to establish 

structural capacities using NZS4063 and NZS3603. 

 

Manufacturer Details 

Place of manufacture: New Zealand 

Legal name of manufacturer: Super Panels Ltd 

Trading name: Supersub 

NZBN: 9429046390509 

Address for service: 2 Matos Segedin Drive, Leamington 3495 

Website: supersub.co.nz 

Email: office@supersub.co.nz 

Phone: 0800 782 631 

 

Responsible person 

As the responsible person as set out in Regulation 3, I confirm that the information supplied 

in this declaration is based on information supplied to the company as well as the company's 

own processes and is therefore to the best of my knowledge, correct. 

I can also confirm that neither the finished product, nor any of its component materials, is 

subject to a warning on ban under s26 of the Building Act. 

Signed for and on behalf of Super Sub Ltd 

Reg Prasad 

Managing Director 

 

 Disclaimer 

The information contained in this document is current as at the date of issue and Super 

Panels has used all reasonable endeavours to ensure the accuracy and reliability of the 

information. Super Panels assumes no responsibility or liability for any inaccuracies, 

omissions or errors in this document, nor for any actions taken in reliance on this 

information. 

Super Panels reserves the right to change the information contained in this document 

without notice. To ensure you have the most up to date information please visit 

www.supersub.co.nz  

http://www.supersub.co.nz/
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